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Bala Vertical Panel Saws 
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Vertical Panel Saw Series 
Your new BALA vertical panel saw is shipped as two components lagged and 
strapped to a wooden skid. The saw carriage assembly has been separated from the 
machine table for shipping purposes. Carefully check the shipment for any damage 
and make the appropriate notation on the shipping bill of lading as necessary. If 
damage is found immediately notify the shipping company for inspection and claim. 
 
1. Move machine to the location where it will be installed. Remove lag bolts and 
straps from skid. Use the following lift points for the machine frame. Lift and move the 
machine with a fork truck or crane. It is recommended that you use shackles (which 
can be purchased at a local hardware store; also called U-bolts) to connect to the 
lifting points if your straps are too thick to bring through the loops at the back lifting 
points. 

 
 

U-bolt/shackles on left center lift point at the 
back of the machine: 
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Use fork truck or crane to lift with secure straps and shackles: 
 

 

Lift points at the back/center of machine: 

 

Set machine in place of installation: 

 



 

Orhaniye Mah. Alanyurt Yolu No:8 
16400 Inegol, Bursa TURKEY 

Voice: 009 0224 7154657 
                                                      Fax: 009 0224 7154624 

                                         
www.balamachine.com 

  

VERTICAL PANEL SAW   

 

 
2. Remove all protective wrapping from the machine. 
 

 

 
3. Remove plastic protective wrap from along the top of the machine. 
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4. Some of the machine feet will be touching the floor while others are not. Eliminate 
the excess space underneath the raised feet by making adjustments to them. 
 
Far right machine foot ï touches the floor and Far left machine foot is raised: 
 

 
 
5. Adjust front bolts of raised feet, as well as bolts on the back ends of the feet 
behind the machine. Do this for all raised feet. 
 
Adjustments to front of raised foot and Adjustments to back of raised foot: 
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6. Level machine base after end feet have been adjusted to the floor. 
Level machine on both sides of center. 
 

  
 
7. Adjust the middle feet to the floor, removing any space. 

 
 
8. Once machine is level, anchor all feet to the floor. Anchor both the front and 
back of each foot. 

 
 


